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Atex/IECEx Approved Explosion-Proof Unit Heater for Hazardous Locations

AHX Series

Four mounting holes  
in top panel for dynamic 
load mounting High-quality pressure 

relief device prevents 
premature venting 

Roll formed fin tubes for longer 
life & better performance

Stiffened top panel improves 
mounting strength 

1’’ NPT, main electrical entry 
shipped with M25 adapter 

Aluminum fan blade with 
‘‘easy-off’’ replacement feature 

Additional 3/4’’ NPT external 
thermostat entry shipped 
with certified blanking plug 

Flameproof (Ex d) control box 
with large opening for easy 
access to controls 

Epoxy/Polyester coated  
2 mm steel cabinet  
construction for durability 

Automatic and manual high 
limits in element enclosure 
housing for added protection 

Epoxy coated split fan guard 
for easy access to fan blade

Robust three-piece motor 
mount design prevents 
premature cracking

Flameproof (Ex d)  
1500 RPM , 71 frame 

Steel braided flexible control 
cable and cable glands for 
secure connections 

Aluminum louvers attached to 
dimpled cabinet panels for easy 
control of air flow direction 

24V controls 
with fuse protection 
(spare fuse included) 

O-rings on control  
& element enclosure  
lids to minimize  
moisture ingress 


